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C1 C2 C3 C4 C5 C7 D1 D2 D3 D4

QUICK SELECTION TABLE FOR ROTARY ELECTRONIC SWITCHES

SERIES C
(Enclosed contacts)

GENERAL
Enclosed contacts
Shaft diameter mm
Dimensions mm
Number of positions

ELECTRICAL
Current A

under AC voltage V~

Current A
under DC voltage V=

Current carrying capacity A
Dielectric strength V~
Insulation resistance MΩ
Contact resistance mΩ

MATERIAL
Glass epoxy insulation
Diallyl phthalate insulation
Ceramic insulation
Polyester insulation
Contact silver alloy
Contact brass/silver plate
Gold plate

MECHANICAL
Stop strength mN
Mechanical life Cycles

DETENTING ANGLES
7.5°

11.25°
15°
20°

22.5°
30°
36°
45°
60°
90°

OPTIONS
Quick connect
Rear P.C. mount
Vertical P.C. mount
Front P.C. mount

Dual concentric designs
Keylock
Spring return
Water resistant seals

SERIES D
(Open frame)

YES YES YES YES YES YES -- -- -- --
3.18 3.18 3.18 6.35 6.35 6.35 6.35 6.35 6.35 6.35

22 x 20 21 x 21 31 x 21 Ø 38 Ø 24 Ø 52 Ø 26 Ø 26 Ø 33 Ø 36.5
2 - 12 2 - 8 2 - 12 2 - 12 2 - 12 2 - 24 2 - 12 2 - 12 2 - 12 2 - 12

0.1 0.1 0.1 0.3 1.0 0.5 0.25 0.25 0.5 0.5
125 125 125 125 125 125 115 115 115 115

0.25 0.25 0.25 0.5 1.0 1.0 0.55 0.55 1.5 1.5
28 28 28 28 28 28 28 28 28 28

6 6 6 15 5 25 7 7 12 9
600 1000 1000 1000 1000 1000 750 750 1000 1500

10 000 10 000 10 000 10 000 10 000 10 000 750 000 900 000 1 000 000 1 000 000
5 30 30 3 20 3 5 5 3.5 3.5

-- -- -- YES -- -- Std YES Std Std
Std -- -- Std -- Std YES Std YES YES
-- -- -- -- -- -- YES YES YES YES
-- Std Std -- Std -- -- -- -- --

YES -- -- YES -- YES YES YES Std-CERAM. YES
Std Std Std Std Std Std Std Std Std-GLASS. Std
-- -- -- -- -- -- -- -- -- --

0.9 0.9 0.9 2.82 0.51 2.82 1.13 1.13 2.82 1.13
25 000 25 000 25 000 25 000 25 000 25 000 25 000 25 000 25 000 25 000

- - - - - - - - - -
- - - - - - - - - -
- - - - - 15 Std - - - -
- - - - - - - - - -
- - - - - - - - - -

30 Std 30 Std 30 Std 30 Std 30 30 30 Std 30 Std 30 Std 30 Std
- - - 36 - - 36 36 - -
- - - 45 - - 45 45 - -

60 60 60 60 - 60 - 60 60 60
90 90 90 90 - 90 - - - -

-- -- -- YES -- YES -- -- -- --
YES -- -- YES YES -- YES YES YES YES
YES YES YES YES -- -- YES YES -- --
-- -- -- YES -- -- YES YES YES YES

YES YES YES YES -- YES YES YES YES YES
YES YES YES YES -- YES YES YES YES YES
-- -- -- YES -- -- -- -- -- --

YES YES YES YES YES YES YES YES YES YES

Standard products

Special products on request

Characteristics

All our rotary switches are designed
for long life (25 000 cycles min.) and
reliability.

They offer excellent electrical
characteristics (very low contact
resistance). All parts are made of non
corrosive materials as standard.

About index torque, our switches have
the lowest practical torque consistent
with crisp detent and smooth, reliable
operation.

Mounting nut and lockwasher are
shipped assembled.

Clips, contacts and terminals are in
brass with silver plate as standard.

- Series preferred : (E1, D3, E5, M4...)

- Contact shorting or non-shorting

- Number of positions (2, 6 , 12...)

- Number of poles (1, 2, 3...)

- Terminal type (Quick connect, PC mount : Rear, vertical, Front...)

- Detent angles (15°, 30°, 45° ...)

- Adjustable, fixed or continuous -stop type

- Options :

Dual concentric design...

Keylock...

Spring return...

Water resistant seals...
Std = Standard = Vertical PC only

How to order a special switch :
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D3 D4 D5 D6 D7 D8 D9 E1

C1 C2 C3 C4 C5 C7 D1 D2

E2 E3 E4 E5 M4 M5 M6 M7

D5 D6 D7 D8 D9 E1 E2 E3 E4 E5 M4 M5 M6 M7

QUICK SELECTION TABLE FOR ROTARY ELECTRONIC SWITCHES

SERIES D
(Open frame)

SERIES M
(Special military)

-- -- -- -- -- -- -- -- -- -- YES YES -- --
6.35 6.35 6.35 6.35 6.35 6.35 1.30x4.75 6.35 6.35 6.35 6.35 6.35 6.35 6.35
Ø 37 Ø 37 Ø 48 Ø 59 Ø 59 Ø 33/38 48 x 16 Ø 38 72 x 48 64 x 42 35 x 28 Ø 26 Ø 45 Ø 64
2 - 12 2 - 12 2 - 12 2 - 18 2 - 24 2 - 3 2 - 5 2 - 3 2 - 17 2 - 24 2 - 12 2 - 12 2 - 32 2 - 48

0.5 0.5 1.0 1.0 0.25 0.25 0.5 0.5 9.0 0.25 0.35 2.5 0.125 0.125
115 115 115 115 115 115 115 115 115 115 115 120 115 115

1.5 1.5 2.25 2.25 1.5 1.5 1.5 1.5 11.0 0.55 1.0 2.0 0.5 0.5
28 28 28 28 28 28 28 28 28 28 28 28 28 28

9 9 9 9 9 9 9 9 17 1 10 12 10 10
1500 1500 1500 1000 1000 1000 1000 1500 3000 750 1000 1500 1500 1500

750 000 900 000 750 000 750 000 750 000 750 000 750 000 750 000 1 000 000 750 000 10 000 100 000 1 000 000 1 000 000
3.5 3.5 3.5 5 5 3.5 3.5 3.5 7 -- 5 5 10 10

Std YES Std Std Std Std Std Std -- Std -- -- Std Std
-- Std -- -- -- -- -- -- -- -- Std Std -- --
-- YES YES -- -- -- -- -- Std -- -- -- -- --
-- -- -- -- -- -- -- -- -- -- -- -- -- --

YES YES YES YES YES YES YES YES Std YES -- -- Std Std
Std Std Std Std Std Std Std Std -- Std Std Std -- --
-- -- -- -- -- -- -- -- -- -- YES YES YES YES

2.82 2.82 2.82 2.82 2.82 1.13 2.82 2.82 2.82 2.82 2.82 1.69 5.65 5.65
25 000 25 000 25 000 25 000 25 000 10 000 25 000 25 000 25 000 25 000 25 000 25 000 25 000 25 000

- - - - - - - - - - - - - 7.5
- - - - - - - - - - - - 11.25 -
- - - - 15 - 15 - - 15 - - 15 15 Std
- - - 20 - - - - 20 - - - - -
- - - - - - - - - - - - 22.5 -

30 30 Std 30 Std - - 30 30 30 - - 30 30 Std 30 Std -
- 36 - - - - - - - - - 36 - -
- 45 - - - - - - - - - 45 - -
- 60 60 - - - - - - - - 60 - -
- - - - - - - - - - - 90 - -

-- -- -- -- -- -- -- -- -- -- -- -- -- --
YES YES -- -- YES YES -- -- -- -- -- -- YES --

-- -- -- -- -- -- -- -- -- YES -- -- -- --
YES YES -- -- -- YES -- -- -- -- -- -- -- --

-- -- YES -- YES -- -- -- -- -- -- YES -- YES
YES YES YES YES YES -- -- -- -- -- -- -- -- --

-- -- -- -- -- -- YES YES -- -- -- -- YES --
-- YES YES YES YES -- -- YES -- YES YES YES YES YES

SERIES E
(Special applications)


